
Catalogue Extraction Valves

Exhaust/supply outlets

Product description
Exhaust/supply outlets, KOOLAIR, GPD model - 
for use in confined spaces (bathrooms, lavatories, 
kitchens, etc).
Standard finish in RAL 9010.

Other models
GPD. Circular exhaust outlet.
GPDI. Circular supply outlet.
GPD-Auto. Circular self-adjusting plastic extract 
valve.
BEAK. Circular aluminium extract valve.

Mounting
With metal mounting ring (-AM).

GPD

GPDI

GPD-Auto

BEAK

General dimensions GPD

General dimensions GPDI

	 Dimension	 Q (m3/h)	 LwA [dB(A)]	Δ Pt (Pa)

	 	 45	 20	 18
	 80	 60	 25	 28
		  70	 30	 43

		  65	 20	 36
	 100	 75	 25	 49
		  90	 30	 68

		  110	 20	 27
	 125	 135	 25	 38
		  160	 30	 55

		  120	 20	 25
	 150	 145	 25	 37
		  160	 30	 50

		  125	 20	 26
	 160	 150	 25	 37
		  170	 30	 52

		  215	 20	 31
	 200	 250	 25	 45
		  290	 30	 58

Selection table

Selection table

LEGEND

Q (m3/h): Air flow.

LwA [dB(A)]: Sound power level.

∆Pt (Pa): Total pressure loss.

Unit mm

Unit mm

	 Model	 Ø A	 Ø B	 Ø Hole

	 GPDI-80	 115	 76	 85
	 GPDI-100	 138	 92	 105
	 GPDI-125	 164	 111	 130
	 GPDI-150	 202	 135	 155
	 GPDI-160	 211	 147	 165
	 GPDI-200	 248	 194	 205

	 Dimension	 Q (m3/h)	 LwA [dB(A)]	Δ Pt (Pa)

		  40	 20	 18
	 80	 45	 25	 28
		  50	 30	 38

		  45	 20	 18
	 100	 55	 25	 28
		  65	 30	 38

		  80	 20	 21
	 125	 100	 25	 29
		  115	 30	 42

		  105	 20	 28
	 150	 135	 25	 48
		  160	 30	 75

		  110	 20	 27
	 160	 140	 25	 37
		  170	 30	 50

		  200	 20	 29
	 200	 270	 25	 38
		  320	 30	 55

	 Dimension	 Q (m3/h)	 LwA [dB(A)]	Δ Pt (Pa)

		  50	 25	 19
	 80	 68	 30	 36
		  82	 35	 52

		  85	 25	 21
	 100	 115	 30	 37
		  141	 35	 55

		  97	 25	 15
	 125	 128	 30	 26
		  152	 35	 35

		  150	 25	 13
	 160	 200	 30	 22
		  233	 35	 29
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Unit mm

	 Model	 Ø A	 Ø B	 Ø C

	 BEAK-80	 75	 120	 100
	 BEAK-100	 95	 160	 140
	 BEAK-125	 120	 160	 140
	 BEAK-160	 155	 200	 180
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	 Model	 Ø A	 Ø B	 Ø Hole

	 GPD-80	 115	 62	 85
	 GPD-100	 138	 75	 105
	 GPD-125	 164	 100	 130
	 GPD-150	 202	 120	 155
	 GPD-160	 211	 130	 165
	 GPD-200	 248	 158	 205
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Data for 5 mm core adjustment.

Data for 6 mm core adjustment.
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https://www.koolair.com/wp-content/pdf/cat/Serie_GPD_en.pdf

